




‘The EYE’ is a ceiling or wall mounted light 
fitting specifically designed to be flush joined
with standard 10mm plasterboard  surfaces.
It consist of two plaster components; 
a reflector and an escutcheon, 
and a convex acrylic diffuser.

FIXING GUIDE
1. ‘The Eye’ may be suspended from
steel or timber framing. 

2.  Screw-fix the EYE directly to the
framing and insert electrical cabling. 
Ensure that the surround is supported
at a minimum of 450mm centres. 
Screw- fix to each framing member.
(NB. Most fixers find it easier to sheet
the ceiling first before using the plaster 
surround as a template to mark out
the cut out shape. The surround can
then be inserted into the cut out and
fixed in position. Adequate 
framing must be in position before
sheeting the ceiling).

3. Bond surround to adjoining 
plasterboard with cornice cement
applied from both sides.

4. Tape and set plasterboard with 
the EYE in accordance with the 
plasterboard manufacturer’s 
instructions for joining two sheets of
plasterboard. Finish with top coat and
hand sand to provide a perfectly
seamless joint.

5. A licensed electrician is to wire the
electronic ballast which is then
dropped into position behind the
reflector. The gear tray assembly
requires live, neutral and earth con-
nections. Dimming is achieved via an
additional pair of cables run from the
gear tray to the 1-10V analogue dim-
mer control (as supplied) or to an
automated lighting control system. The
positive / negative polarity must be
maintained between gear tray and
dimmer control device.

6. The diffuser is positioned by inserting
it into the opening at a shallow angle
and lowering it into place. 

DATA SHEET

t h e  E Y E            G M 0 1

lamp
colour

E L E C T R I C A L
55 W  compact fluorescent 

warm white 
(unless otherwise specified)

MORPHlight reserves the right to alter these products, recommendations and specifications without notice.                 Copyright: Morphlight Pty Ltd, 2002

16
50

Edge of plaster cast 
where joined to 
plasterboard ceiling. 

Extent of diffuser
set in plaster 
escutcheon.

Electronic ballast
and lamp behind

285RE
FL

EC
TE

D
 P

LA
N

850

85
0

Furring channels and
10mm plaster board 
ceiling lining.

Plaster escutcheon

Opal acrylic diffuser

55 W compact fluoro
lamp and dimmable 
electronic ballastSE

C
TIO

N
 

ballast 1-10V dimmable electronic    


